JETFOIL ROAD TUNNEL QUESTIONNAIRE
Attention: Projects Division 

Date:

From:

Telephone No:




Fax:

Please fill in answers below, if unanswered Fläkt Woods will use the parameters in italics.

1.0 General
Tunnel "            " on the road E    from                   to
1.1 Lenght m 







right tube             left tube 
1.2 Area m²








1.3 Hydraulic Dia m







1.4 No. of lanes/tunnel
tube





2
1.5 Direction of traffic (one or two way)




one way
1.6 Altitude m







right tube entry          exit 









left tube entry         exit 
1.7 Pressure allowance for wind & barometric difference

20 Pa
1.8 Type of tunnel (rural/urban)





rural
2.0 Vehicles in tunnel

2.1 Design speed for pollution





10 km/hr

2.2 No. of veh/day for both tubes (50% one direction and 50% other direction)

	Year
	Cars
	Buses (18,6 t) diesel
	Trucks(12,6 t) diesel
	Articulated trucks (40 t) diesel
	Total [veh/day]

	2021.
	
	
	
	
	


2.3 % Diesel cars








2.4 % of trucks 10, 20, 30 tonne

2.5 Gradient in tunnel






right tube    %; left tube     %
3.0 Emissions

3.1 Average CO emissions at design speed and gradient

3.2 Average particulate emissions at design speed and gradient

4.0 Concentrations to be designed to:

4.1 CO

4.2 Smoke

4.3 NO2

4.4 % Re-circulation

4.5 Ambient levels to be taken into account.

5.0 Fire scenario

Design size of fire, MW








Minimum tunnel velocity





4 m/s
